13.11 Fecal Accident Plan

Pool
(Sea-to-Sea Mode)

A 4

Sample Fecal Accident Procedure

Close Pool-Remove

Patrons from Pool

A 4

Dispose of in Toilet

Scoop Out Feces (Stool) and

Clean and
Disinfect
Scoop

Clean, rinse and disinfect pool
(50-100 ppm halogen solution)

\ 4

Pool or Whirlpool Spa
(Recirculation Mode)

A 4

Close Pool-Remove Patrons from
Pool

A 4

Scoop out Feces (Stool) and
Dispose of in Toilet

Rinse Pool and Refill

A 4

Follow Normal Operational Procedures for
Sea-to Sea Mode
(Unless within 12 mile limit)

Increase Halogen Residual as Appropriate Depending
on Whether Feces Were Loose or Formed to:

PPM and Circulate for Minutes

(See tables)

| Residual and Contact Time Table Loose Stool |

Chlorine Residual Time
mg/l or PPM Minutes (Hours)
10 960 (16)
20 480 (8)
50 192 (3.5)
100 96 (1.5)

| Residual and Contact Time Table Formed Stool |

Chlorine Residual Time
mg/l or PPM Minutes
2 25

Backwash Filters or Change Filter Media

!

Discharge water. If in port hold until 12-
mile mark.

NOTE: Maintain pH of 7.2-7.5 during contact time. Take
samples from inside pool/spa at three locations to

ensure proper mixing.

Record fecal accidents in maintenance logs.

A\ 4

Clean and Scrub Surfaces of Pool/Spa

A 4

Rinse and Refill
Pool/Spa

A 4

195

Follow normal pool operational procedures.




